
JEDNOSTKI ZEWNĘTRZNE KLIMATYZACJI 

 

JEDNOSTKI WEWNĘTRZNE KLIMATYZACJI VRF2 

 

JEDNOSTKI WEWNĘTRZNE KLIMATYZACJI VRF1 

 

 

Chłodzenie Grzanie Chłodzenie Grzanie

VRF2 (310x1)+(237x1)+(215x1) 23 103.14 17.41 140.0/131.2 156.1/120.8 33.66/26.09 36.80/56.33(1240x1690x760)x2+(930x1690x760)x13/380-415/50,3/380/60 100.0 4.24/2.14 4.16/5.03 67

VRF1 96x1 2 116.13 4.73 15.5/15.3 18.0/14.0 3.97/3.54 3.40/5.46 950x1380x330 3/380-415/50,3/380/60 16.1 5.29/2.57 3.91/4.32 54

Zasilanie

[Ø/ V/ Hz]

MCA 

[A]

COP 

nom./sk

EER 

nom./sk

Ciśnieni

e 

TC PI nominalny/ skorygowany Wymiary 

[mm]
J.zew.

Waga 

[kg]

Licz. J. 

wew.

Wsp. 

połącze

Dod. 

Ilość 

Chłdozenie Ogrzewanie Chłodzenie Ogrzewanie

[i1]IAC-4 837x308x189 Wall Mounted 1.6/1.4/0.0 1.8/1.3/0.0 0.011/0.011 0.011/0.011 0.31 30/29/28

[i2]IAC-5 837x308x189 Wall Mounted 2.2/2.0/0.0 2.5/1.8/0.0 0.012/0.012 0.012/0.012 0.31 32/30/28

[i3]IAC-7 837x308x189 Wall Mounted 3.6/3.3/0.0 4.0/3.0/0.0 0.015/0.015 0.015/0.015 0.31 37/34/30

[i4]IAC-8 837x308x189 Wall Mounted 4.5/4.2/0.0 5.0/3.8/0.0 0.023/0.023 0.023/0.023 0.31 42/39/32

[i5]IAC-2 840x246x840 4 Way Cassette 10.6/9.5/0.0 11.9/8.9/0.0 0.07/0.07 0.07/0.07 1.6 43/40/37

[i6]IAC-2 840x246x840 4 Way Cassette 10.6/9.6/0.0 11.9/8.9/0.0 0.07/0.07 0.07/0.07 1.6 43/40/37

[i7]IAC-6 837x308x189 Wall Mounted 2.8/2.6/0.0 3.2/2.3/0.0 0.013/0.013 0.013/0.013 0.31 34/32/28

[i8]IAC-5 837x308x189 Wall Mounted 2.2/2.0/0.0 2.5/1.8/0.0 0.012/0.012 0.012/0.012 0.31 32/30/28

[i9]IAC-8 837x308x189 Wall Mounted 4.5/4.1/0.0 5.0/3.8/0.0 0.023/0.023 0.023/0.023 0.31 42/39/32

[i10]IAC-8 837x308x189 Wall Mounted 4.5/4.1/0.0 5.0/3.8/0.0 0.023/0.023 0.023/0.023 0.31 42/39/32

[i11]IAC-7 837x308x189 Wall Mounted 3.6/3.3/0.0 4.0/3.0/0.0 0.015/0.015 0.015/0.015 0.31 37/34/30

[i12]IAC-10 998x345x210 Wall Mounted 7.1/6.5/0.0 7.5/5.9/0.0 0.039/0.039 0.039/0.039 0.65 46/41/34

[i13]IAC-8 837x308x189 Wall Mounted 4.5/4.0/0.0 5.0/3.8/0.0 0.023/0.023 0.023/0.023 0.31 42/39/32

[i14]IAC-5 837x308x189 Wall Mounted 2.2/1.9/0.0 2.5/1.8/0.0 0.012/0.012 0.012/0.012 0.31 32/30/28

[i15]IAC-5 837x308x189 Wall Mounted 2.2/2.0/0.0 2.5/1.8/0.0 0.012/0.012 0.012/0.012 0.31 32/30/28

[i16]IAC-9 998x345x210 Wall Mounted 5.6/5.0/0.0 6.3/4.7/0.0 0.032/0.032 0.032/0.032 0.65 43/39/34

[i17]IAC-3 840x288x840 4 Way Cassette 15.8/14.2/0.0 18.0/13.2/0.0 0.135/0.135 0.135/0.135 1.6 50

[i18]IAC-3 840x288x840 4 Way Cassette 15.8/14.3/0.0 18.0/13.2/0.0 0.135/0.135 0.135/0.135 1.6 50

[i19]IAC-3 840x288x840 4 Way Cassette 15.8/14.3/0.0 18.0/13.2/0.0 0.135/0.135 0.135/0.135 1.6 50

[i20]IAC-3 840x288x840 4 Way Cassette 15.8/14.4/0.0 18.0/13.2/0.0 0.135/0.135 0.135/0.135 1.6 50

[i21]IAC-5 837x308x189 Wall Mounted 2.2/2.0/0.0 2.5/1.8/0.0 0.012/0.012 0.012/0.012 0.31 32/30/28

[i22]IAC-5 837x308x189 Wall Mounted 2.2/2.0/0.0 2.5/1.8/0.0 0.012/0.012 0.012/0.012 0.31 32/30/28

[i23]IAC-8 837x308x189 Wall Mounted 4.5/4.2/0.0 5.0/3.8/0.0 0.023/0.023 0.023/0.023 0.31 42/39/32
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2F 1/220-240/50,1/220/60
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Nazwa 

pomieszczenia

Zasilanie

[Ø/ V/ Hz]
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1F 1/220-240/50,1/220/60

2F 1/220-240/50,1/220/60

2.6/2.4/0.0

3.2/3.0/0.0

7.6/6.8/0.0

7.6/6.8/0.0

2.1/1.8/0.0

1.8/1.4/0.0

TC Nominale/skorygowane/wymagane [kW] PI nominalne/skorygowane [kW]

Chłodz. (jawne)

1.4/1.0/0.0

1.8/1.4/0.0
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J.wew.
Przepływ pow.

[CMM]

Wymiary 

[mm]
Uwagi

Chłdozenie Ogrzewanie Chłodzenie Ogrzewanie
[i1]IAC-1 840x204x840 4 Way Cassette 9.0/7.6/0.0 10.0/7.0/0.0 0.04/0.04 0.04/0.04 0.19 36

[i2]IAC-1 840x204x840 4 Way Cassette 9.0/7.7/0.0 10.0/7.0/0.0 0.04/0.04 0.04/0.04 0.19 36

Ciśnienie 

akustyczne 
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